
Executive Order G-70-70 
 
Healy Phase II Vapor Recovery System Equipment List 
 

**(See E. O. for specifics)** 
All system components are to be installed in accordance with manufacturers’ 
instructions, and all applicable E.O.'s. 
 
Component Manufacturer/Model Identification Number 
 
Nozzles  
Model   200 
 200X 
 400 
Vapor Unit  
Model  100  
 8500 
 9000 
 
Inverted Coaxial Hoses 
Model 75B (3/4" I.D.) 
           88B (7/8" I.D.) 
 
Hose Adapters  
CX Series 
CX6-MPD  
 
Breakaway Couplings  
Model 8701  
 
Flow Control Mechanism  
CX6-VV1 
CX6-VV2 
 
Pressure/Vacuum Valves (with settings as specified below) 
(Only threaded on accepted in Arizona) 
Varec 2010-811-2 
Hazlett H-PVB-1 Red Label 
Hazlett H-PVB-1 Blue Label  
OR Any CARB-certified valve with the following pressure and vacuum settings, in inches 
water column (wc): 
Pressure: three plus or minus one-half inches (3.0 +/- 0.5") water column. 
Vacuum: eight plus or minus two inches (8 +/- 2") water column.  
 



Vacuum Monitor with Pressure Switch 
Vacuum Monitor Model 6169 
Pressure Switch Model 3928 
 
Breakaway Couplings 
Model 8701VV 
OR Any breakaway couplings with vapor valves that have been CARB-certified for use 
with the Healy 600 system. 
 


